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@ AT M.O. MASONRY OPENING : 00 GENERAL
AB. ANCHOR BOLT MATL MATERIAL V| ew N ame \ 2. THESE GENERAL NOTES ARE NOT INTENDED TO REPLACE SPECIFICATIONS - REFER TO SPECIFICATIONS FOR GOO1 COVER SHEET
AES. ABOVE FLOOR SLAB MAX. MAXIMUM XX - _Elev:{igﬁ REQUIREMENTS IN ADDITION TO GENERAL NOTES. G002 GENERAL NOTES, ABBREVIATIONS AND SYMBOLS
AW, ARCHITECTURAL WOODWORK INSTITUTE MECH MECHANICAL SCALE:1/8"=1-0 3. ROOM AREAS AND PERIMETERS ARE APPROXIMATE AND FOR REFERENCE ONLY. VERIFY QUANTITIES AND DIMENSIONS IN G003 ADA REQUIREMENTS 4582 S. Ulster St.. Suite 1100
AC AIR CONDITIONER MEP MECHANICAL, ELECTRICAL, & PLUMBING FIELD. G521 PARTITION TYPES : &
ACT ACOUSTICAL CEILING TILE MFGR. MANUFACTURER BUILDING SECTION DETAIL SECTION LS101 CODE ANALYSIS PLAN Denver, CO 80237
ADJ ADJUSTABLE MGR. MANAGER 4 /TI(QJCDHEI_\F/IIEACT_:_ONS FROM THESE CONTRACT DOCUMENTS SHALL BE MADE WITHOUT THE PRIOR WRITTEN APPROVAL OF THE 303-409-9700
AFF ABOVE FINISHED FLOOR MICRO. MICROWAVE OVEN SIM SIM m SIM - 06 STRUCTURAL www.rsandh.com
AHU AIR HANDLING UNIT MIN. MINIMUM $ $ YT i 5. DO NOT SCALE DIMENSIONS FROM DRAWINGS - THE CONTRACTOR SHALL REQUEST NECESSARY DIMENSIONS NOT :ggj gggg:ﬁt :nggg:gsz
ALUM ALUMINUM MOD MODIFIED \_/ SHOWN ON THE DRAWINGS FROM THE ARCHITECT.
ANOD. ANODIZED MSC. MISCELLANEOUS S011 TYPICAL SECTIONS AND DETAILS PROJECT TITLE:
ANS) AVERICAN NATIONAL STANDARDS INSTITUTE L ETAL e _ L B OTHERWISE ALL NON.DIVENGIONED DOOR LOGATIONS SHALL B GFFSET £* PAOM THE ADJAGENT WALL 10 THE HINGE e Bl S
APPROX. APPROXIMATE OR APPROXIMATELY MUFID MULTI-USER FLIGHT INFORMATION DISPLAY 0 - - S015 MASONRY TYPICAL DETAILS
IDE OF THE DOOR OPENING. ALL DOORS MUST BE INSTALLED TO MEET ALL APPLICABLE CODES, INCLUDING ADA. NORTH I-25 PORT OF ENTRY
ARCH ARCHITECTURE, ARCHITECTURAL N.I.C. NOT IN CONTRACT ‘ S OORO G SMUS S CABLE CODES, INCLUDING S020 TYPICAL SECTIONS AND DETAILS
AVG AVERAGE NTS. NOT TO SCALE 0 0 7. DETAILS SHOWN ON DRAWINGS ARE TYPICAL FOR ALL SIMILAR CONDITIONS. S021___{TYPICAL SECTIONS AND DETALS
B.HM.. BUILDER'S HARDWARE MANUFACTURER'S ASSOCIATION, INC. N/A NOT APPLICABLE W S101 OVERALL FOUNDATION PLAN
B.O. BOTTOM OF NFPA NATIONAL FIRE PROTECTION ASSOCIATION 8. DRAWING NOTES AND SPECIFICATIONS ARE INSTRUCTIONS TO THE CONTRACTOR AND APPLY TO ALL THE WORK UNLESS $102 OVERALL INSPECTION STATION FOUNDATION PLAN
BUR BUILT-UP ROOFING NO NUMBER 0 MORE SPECIFIC INFORMATION IS SHOWN ELSEWHERE ON THE DRAWINGS OR WRITTEN IN THE SPECIFICATIONS - IN THE 5121 OVERALL ROOF FRAMING PLAN
o ' EVENT OF CONFLICTING INSTRUCTIONS, THE ARCHITECT SHALL DETERMINE WHAT CONTROLS THE CONTRACT T3] DUMSPTER ENCLOSER DETAILS
BID BAGGAGE INFORMATION DISPLAY 0C. ON CENTER WALL SECTION CALLOUT HEAD & REGION DOCUMENTS ARE COMPLEMENTARY WHAT IS REQUIRED BY ONE SHALL BE REQUIRED BY ALL. S0 e AING ELEVATIONS
BIM BUILDING INFORMATION MODELING 0.D. OUTSIDE DIAMETER ——
BLDG. BUILDING OFCl OWNER FUNISHED CONTRACTOR INSTALLED SIM sy \ 9. PRINCIPAL OPENINGS IN THE STRUCTURE ARE SHOWN ON THESE DRAWINGS - THE GENERAL CONTRACTOR SHALL S301 FOUNDATION SECTIONS PROJECT ADDRESS:
BM. BEAM OPG OPENING A1 1 m I EXAMINE THE ARCHITECTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING DRAWINGS FOR REQUIRED OPENINGS. $302 FOUNDATION SECTIONS
CBE. CEMENTITIOUS BACKER BOARD PP OPPOSITE XY W " p ggm ngeéb g_l(_)l(l\)lLRACTOR SHALL VERIFY SIZE AND LOCATION OF ALL OPENINGS WITH ALL SUB-CONTRACTORS PRIOR TO 305 INSPECTION STATION FOUNDATION SECTIONS Northbound POE:
CJ. CONTROL JOINT OSHA OCCUPATIONAL SAFETY AND HEALTH ACT —————- ' S321 ROOF FRAMING SECTIONS 2807 SE Frontage Rd, Fort Collins
CFMF COLD FORMED METAL FRAMING OVHD OVERHEAD NORTH ARROW VIEW REFERENCE 10. STRUCTURAL DRAWINGS AND SPECIFICATIONS REPRESENT THE FINISHED STRUCTURE, AND, EXCEPT WHERE 5322 ROOF FRAMING SECTIONS CO
cL CENTERLINE P.LAM. PLASTIC LAMINATE SPECIFICALLY SHOWN, DO NOT INDICATE THE METHOD OR MEANS OF CONSTRUCTION - THE CONTRACTOR SHALL 5323 ROOF FRAMING SECTIONS Southbound POE:
CL OTS. CENTERLINE OF TENANT SEPARATION PBB PASSENGER BOARDING BRIDGE PN SUPERVISE CONSTRUCTION MEANS, METHODS, PROCEDURES, TECHNIQUES, SEQUENCE, AND APPLICABLE SAFETY : ,
oLG CELING POU POWER DISTRIBUTION UNIT REGULATIONS TO BE FOLLOWED. 07 ARCHITECTURAL 2752 SW Frontage Rd, Fort Collins,
: A SEE XX/A101
CLO CLOSET PLYWD PLYWOOD N e - AS100 OVERALL SITE PLAN (610]
' : 11. CONTRACTOR SHALL BE RESPONSIBLE FOR SCHEDULING AND COORDINATING THE WORK OF THE SUB-CONTRACTORS - 5101 = UILDING SITE PLANG
CLR. CLEAR PNL. PANEL THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE WITH THE BUILDING OWNER, TENANT OR HIS o SRS FLOOR PLAN
CMU CONCRETE MASONRY UNIT PR. PAR SoTThG 3 REPRESENTATIVES THE DELIVERY AND INSTALLATION OF ITEMS BEING PROVIDED AND INSTALLED BY OTHERS.
coL. COLUMN PRE-FAB PRE-FABRICATED S LDl A1 REFLECTED CEILING PLAN
COLS. COLUMNS PSF POUNDS PER SQUARE FOOT NOTE - REFER TO PARTITION TYPE SHEET FOR INFO ON T4 12. MECHANICAL, PLUMBING AND ELECTRICAL WORK RELATED TO INSTALLATION OF COMPONENTS SHALL COMPLY WITH ALL A121 ROOF PLAN
CONC. CONCRETE PS| POUNDS PER SQUARE INCH ROOM NAME OTE- 0 S OONTAG APPLICABLE CODES. A201 BUILDING ELEVATIONS
A202 BUILDING ELEVATIONS
CONT. CONTINUOUS PT PAINT, PRESSURE TREATED 101 A1 1 13. ALL MATERIALS, FABRICATION AND INSTALLATION SHALL COMPLY WITH THE APPLICABLE REQUIREMENTS AND o = UILDING SECTIONS
DS. DOWNSPOUT PVC POLYVINYL CHLORIDE SPECIFICATIONS FOR EACH DIVISION OF WORK.
DIA. DIAMETER QT QUARRY TILE A311 WALL SECTIONS
DR. DOOR R RADIUS CEILING TAG REVISION TAG 14. CONSTRUCTION MUST COMPLY WITH APPLICABLE CODES AND ORDINANCES, LAWS AND SAFETY ORDERS AS DIRECTED BY A312 WALL SECTIONS
DTL. OR DET. DETAIL RAF. RAISED ACCESS FLOOR CEILING TYPE LOCAL JURISDICTION. A401 ENLARGED TOILET PLANS
DWG DRAWING RAG RETURN AIR GRILLE A402 ENLARGED BREAK ROOM
: AL (K] T2 A 15. CONTRACTOR SHALL BE RESPONSIBLE FOR THE TIMELY ORDERING OF MATERIALS INCLUDED IN THESE CONTRACT 03 =L ARGED OPERATIONS PLAS
EFS. EXTERIOR FACE OF SHEATHING RD. ROOF DRAIN XXXX| 12-0" AFF VAN DOCUMENTS - SOME ITEMS IN THESE DOCUMENTS MAY REQUIRE LONG LEAD TIMES OR SPECIAL COORDINATION.
EJ. EXPANSION JOINT RO. ROUGH OPENING CEILING HEIGHT SUBSTITUTIONS WILL NOT BE ALLOWED FOR MATERIAL NOT ORDERED IN A TIMELY FASHION. AdO4 TRASH ENCLOSURE
EOS. EDGE OF SLAB RB RUBBER BASE A405 STAIR PLANS AND SECTIONS
EP. ELECTRICAL PANEL REGEP. RECEPTION, RECEPTIONIST S LU O REPORYING ANY DISCREPANGIES T0 THL ARGHITECT PRIOR T0 GROERING MATERIALS R PROGEEDING WITH AKY PHASE e L el S
ERD. EMERGENCY ROOF DRAIN REF. REINFORCING, REINFORCEMENT OF THE WORK Ad07 INSPECTION STATION PLANS REVISIONS
ETD. ESTIMATED TRAVEL DISTANCE REQD. REQUIRED ' A408 INSPECTION STATION PLANS ELEVATIONS AND SECTIONS NO. DESCRIPTION DATE
EWC. ELECTRIC WATER COOLER REV. REVISED, REVISION 17. CONTRACTOR SHALL CHECK AND VERIFY ALL DIMENSIONS PRIOR TO COMMENCING CONSTRUCTION - ALL DISCREPANCIES AS01 DETAILS 1 60% CD'S 1111912020
EA. EACH SF. SQUARE FEET T Ty SHALL BE NOTED AND SENT TO THE ARCHITECT WITH ADEQUATE TIME TO REVIEW PRIOR TO STARTING THAT PORTION OF A510 REFLECTED CEILING PLAN DETAILS 2 95% PRE-RFC 12/18/2020
ELEC. ELECTRIC, ELECTRICAL SGP. SEMI-GLOSS PAINT THE WORK IN ORDER TO AVOID PROJECT DELAYS. A520 ROOF DETAILS A BID ADDENDUM #1 3/30/2021
AGOT DOOR AND WINDOW SCHEDULES AND TYPES
ELEV. ELEVATION 55 SERVICE SINK (o) & 18. CONTRACTOR TO PROVIDE PORTABLE FIRE EXTINGUISHERS IN ACCORDANCE WITH LOCAL JURISDICTION AND NFPA 10. 2602 STOREFRONT AND WINDOW DETAILS
ENG. ENGINEER, ENGINEERING SC SEALED CONCRETE MAXIMUM TRAVEL DISTANCE TO NEAREST FIRE EXTINGUISHER FROM ANY POINT IN THE BUILDING SHALL NOT EXCEED 75 603 = SORDETALS
EPDM ETHYLEN PROPYLENE DIENE MONOMER SCHED. SCHEDULE FEET. FIRE EXTINGUISHERS SHALL BE SIZED FOR NO LESS THAN ORDINARY HAZARD.
EQ. EQUAL SCW. SOLID CORE WOOD FURNITURE & EQUIPMENT TAG TOILET ACCESSORY TAG ald ROOM FINISH SCHEDULE, L EGEND AND NOTES
EQUIP. EQUIPMENT SECT. SECTION 19. ALL REQUESTS FROM INFORMATION PROMPTED BY THE BUILDING OFFICIALS SHALL INCLUDE A COPY OF THE BUILDING A701 INTERIOR MILLWORK SECTIONS AND DETAILS
EXIST. EXISTING SFRI SPRAYED FIRE RESISTIVE MATERIAL @ gEgIF(",(I)A'\ILSSECOMMENTS AND THE BUILDING INSPECTORS FIELD REPORT TO ENSURE AN ACCURATE AND TIMELY
EXP. EXPANSION, EXPOSED SHT. SHEET : 10 FIRE PROTECTION D ATE 1SSUED: pov——
EXT. EXTERIOR SHTS. SHEETS 20. CONTRACTOR AND SUBCONTRACTOR SHALL ALL BE LICENSED TO PERFORM THEIR REQUESTED DUTIES AS REQUIRED IN F101 |FIRE PROTECTION PLAN i
FD. FIRE DAMPER, FLOOR DRAIN SIM. SIMILAR MATERIALISYMBOLS ACCORDANCE WITH LOCAL STANDARDS. REVIEWED BY: GAC
FF. FINISHED FLOOR SPECS. SPECIFICATIONS 11 PLUMBING DRAWN BY: AET/RY
FEE FINISHED FLOOR ELEVATION sQ SQUARE 1-HOUR RATED WALL 2-HOUR RATED WALL 21. CONTRACTOR SHALL COMPARE STRUCTURAL SECTIONS WITH ARCHITECTURAL SECTIONS AND REPORT ANY P00 PLUMBING GENERAL NOTES, SYMBOLS AND ABBREVIATIONS :
EO. FACE OF SQ.IN. SQUARE INCHES DISCREPANCY TO THE ARCHITECT PRIOR TO FABRICATION OR INSTALLATION OF STRUCTURAL MEMBERS. P101 FIRST FLOOR PRESSURE PIPING PLAN DESIGNED BY: GAC
F.OB. FACE OF BRICK STC SOUND TRANSMISSION CLASS 22. MOCK UPS (AS REQUIRED) SHALL BE CONSTRUCTED BY THE CONTRACTOR PRIOR TO BEGINNING WORK.. P FIRST FLOOR DRAIN WASTE VENT PIPING PLAN PROJECT NUMBER:
P501 PLUMBING DETAILS
F.OP. FACE OF POST STD. STANDARD 1248120007
V. FIELD VERIFY STL. STEEL 23. WHERE MATERIALS ARE APPLIED TO, OR ARE IN DIRECT CONTACT WITH WORK INSTALLED BY ANOTHER P601 PLUMBING SCHEDULES
FDC FIRE DEPARTMENT CONNECTION STOR. STORAGE S L TR L iggﬁgﬂmﬁm&%ggMENCEMENT OF WORK IMPLIES ACCEPTANCE OF THE SUBSTRATE AS SUITABLE FOR THE P701 PLUMBING RISER DIAGRAMS ©2021 RS&H, INC.
FDN FOUNDATION STRUCT STRUCTURAL, STRUCTURE ' P702 PLUMBING RISER DIAGRAMS SEAL
FE FIRE EXTINGUISHER SUSP. SUSPENDED A. ISOLATE DISSIMILAR METALS TO PREVENT GALVANIC CORROSION. '
FEC FIRE EXTINGUISHER CABINET T8G TONGUE & GROOVE 13 MECHANICAL
FHC FIRE HOSE CABINET T.0.STL. TOP OF STEEL 24. OPENINGS IN RATED WALL, FLOOR, CEILING AND ROOF ASSEMBLIES SHALL BE SEALED WITH PENETRATION SEALANT MO01 MECHANICAL GENERAL NOTES, SYMBOLS AND ABBREVIATIONS
FID FLIGHT INFORMATION DISPLAY T.OB. TOP OF BRICK, TOP OF BEAM SYSTEMS MEETING OR EXCEEDING THE REQUIRED FIRE RESISTIVE RATINGS. M101 FIRST FLOOR HVAC PLAN
BATT INSULATION CONCRETE YERE HVAC ROOF PLAN
FIN FINISH, FINISHED TOS. TOP OF STEEL, TOP OF SLAB 25. MAINTAIN THE FIRE RATING OF CONSTRUCTION AROUND CABINETS, PANELS, AND BOXES RECESSED IN FIRE RATED
FLR. FLOOR T.O.SH. TOP OF SHEATHING M501 HVAC DETAILS
I WALL, FLOOR, AND CEILING ASSEMBLIES.
FRP FIBER REINFORCED PANEL TOW. TOP OF WALL N M502 HVAC DETAILS
FT. FEET TEL. TELEPHONE . AT 26. PROVIDE CONTINUOUS PERIMETER FIRE SAFING BETWEEN FLOORS AND COORDINATE THE INSTALLATION WITH THE Mg01 MECHANICAL SCHEDULES
FTG. FOOTING e TEMPERED GLASS s EXTERIOR WALL. FIRE RATING OF SAFING SHALL MATCH FIRE RATING OF FLOOR CONSTRUCTION. MP101 HVAC REFRIGERANT PIPING PLAN
GP. GLOSSY PAINT VP, TYPICAL . S POSED & FINSHED WoOD TR MP701 HVAC REFRIGERANT PIPING DIAGRAM
on GAUGE UL UNDERWRITERS LABORATORIES 27. FIELD MEASURE AND CONFIRM DIMENSIONS FOR OWNER PROVIDED EQUIPMENT AND FURNISHINGS.
GALV. GALVANIZED UON. UNLESS OTHERWISE NOTED f‘ ‘ ‘7‘ ‘ ‘i 28. PROVIDE STIFFENERS, BRACING, BACKING PLATES AND BLOCKING REQUIRED FOR SECURE INSTALLATION OF TOILET 14 ELECTRICAL
GBF GYPSUM BOARD FURRING VB VAPOR BARRIER L — ] — PARTITIONS, DOORS AND DOOR HARDWARE INCLUDING WALL-MOUNTED DOOR STOPS, HANDRAILS, WALL-MOUNTED E000 ELECTRICAL LEGEND & INDEX SCHEDULE
D GATE INFORMATION DISPLAY VCT OR VT VINYL COMPOSITION TILE [ p— SHELVES, OPERABLE PARTITIONS, MISCELLANEOUS EQUIPMENT, AND SUSPENDED MECHANICAL AND ELECTRICAL E101 UNDERGROUND CONDUIT LAYOUT SHEET TITLE.
GL. GLASS VDC VIRTUAL DESIGN & CONSTRUCTION EQUIPMENT. E102 POWER FLOOR PLAN .
GWB GYPSUM WALL BOARD VERT. VERTICAL GRASS GRAVEL E103 LIGHTING CEILING PLAN
oYp, oYPSU i VRTUAL REALTY 29. COORDINATE ALL BASE AND HOUSEKEEPING PADS WITH MECHANICAL, PLUMBING AND ELECTRICAL EQUIPMENT. =10l SOUTHEOUND INSPECTION BULDING PLAN —POWER GENERAL NOTES
B HOSE BIB W.C. WATER CLOSET cor A leReReterel 30. LOCATE ACCESS PANELS AS INDICATED ON DRAWINGS. FOR ACCESS PANELS NOT SHOWN BUT REQUIRED BY E105 [SOUTHBOUND INSPECTION BUILDING PLAN - LIGHTING ’
HDW HARDWARE Wi WITH e % % % o e 0-0-0:0 PROVISIONS OF THE CONTRACT DOCUMENTS, LOCATED IN ACCORDANCE WITH APPLICABLE CODES. SUBMIT PROPOSED E501 ELECTRICAL DETAILS ABBREVIATIONS AND
HGT. OR HT. HEIGHT WEO WALL CLEANOUT D LOCATIONS TO THE ARCHITECT FOR REVIEW AND ACCEPTANCE PRIOR TO INSTALLATION. E601 ONELINE/PANEL SCHEDULES SYMBOLS
S HOOKS WD WooD GYPSUM / PLASTER MASONRY - BRICK 31. ALL NON-GALVANIZED EXTERIOR EXPOSED STEEL TO RECEIVE HIGH PERFORMANCE COATING U COMCHECK
HM HOLLOW METAL WMP WIRE MESH PARTITION ' '
HORIZ. HORIZONTAL WWF WELDED WIRE FABRIC 32. FULLY LAY OUT GRID, WALL, AND OPENING PLACEMENT IN AN AREA PRIOR TO START OF PARTITION 16 TELECOM
HVAC HEATING VENTILATION & AIR CONDITIONING YD. YARD CONSTRUCTION. VERIFY THAT DIMENSIONS ARE CONSISTENT WITH REQUIREMENTS INDICATED IN THE DOCUMENTS. 000 TELECOM LEGEND
ID. INSIDE DIAMETER o DIAMETER REFER ANY DIMENSIONAL INCONSISTENCIES TO THE ARCHITECT FOR RESOLUTION PRIOR TO THE START OF PARTITION T101 TELECOM FLOOR PLAN
ie. THAT IS, SUCH AS CONSTRUCTION. TD101 TELECOM FLOOR PLAN - DEMO
T401 TELECOM IT ROOM - ENLARGED PLANS & ELEVATION VIEW
|F.S. INTERIOR FACE OF STUD MASONRY - CONCRETE BLOCK PLYWOOD 33. COORDINATE INSTALLATION OF DIFFUSERS, SPEAKERS, SPRINKLER HEADS, AND ACCESS PANELS WITH LIGHTING T GO TROOV ELEVATON VIEWS
IN. INCH, INCHES LAYOUT. REPORT ANY CONFLICTS TO THE ARCHITECT PRIOR TO INSTALLATION. SHEET ID:
INSUL. INSULATION T501 TELECOM DETAILS - 1 '
INT. INTERIOR 34. EXIT SIGNS AND SMOKE DETECTORS LOCATED IN HARD CEILINGS SHALL BE POSITIONED AS REQUIRED BY THE AUTHORITY T502 TELECOM DETAILS - 2
JAN JANITOR HAVING JURISDICTION AND SHALL BE CENTERED IN CORRIDORS AND LOCATED A DISTANCE OF 10" FROM THE WALL TO T503 TELECOM DETAILS - 3
ey L0IST THE CENTER OF THE FIXTURE UNLESS OTHERWISE NOTED. 50
' RIGID INSULATION STEEL
JT. JOINT 35. WALL OUTLETS SHALL BE INSTALLED AT 18" AFF UNLESS OTHERWISE NOTED. INSTALL SWITCH PLATES AT 42" AFF UNLESS
K.P. KICK PLATE OTHERWISE NOTED. NOTE:
LAM. LAMINATE EENSEEENEEEEEEEE PRE-ENGINEERED METAL BUILDING FOR THE INSPECTION
LAV. LAVATORY 36. DO NOT INSTALL OUTLET OR J-BOXES BACK-TO-BACK ON OPPOSITE SIDES OF THE WALL. BOXES MUST BE SEPARATED BY STATION DOCUMENTS PROVIDED BY OTHERS, SEPARATE
A STUD. PACKAGE PROVIDED BY CHIEF BUILDINGS.
LB. POUND
LDG. LANDING STUCCO /E.LF.S. TILE / CARPET 37. ALL ROOF PENETRATIONS REQUIRED FOR INSTALLATION VENTS, ETC. MUST BE DONE PER MANUFACTURER'S
LONG. LONGITUDINAL RECOMMENDATIONS TO ENSURE ALL WARRANTIES ARE MAINTAINED. PROVIDE FLASHING, COUNTER FLASHING, SEALANT, PROJECT STATUS:
LRV. LOUVER ETC. AS REQUIRED TO PROVIDE WATERPROOF CONDITION, TYPICAL AT ALL ROOF PENETRATIONS. -
LT. LIGHT BID SET
TG, LIGHTING 38. ALL CARDINAL DIRECTIONS ARE RELATIVE TO PLAN NORTH U.ON.
LVP LUXURY VINYL PLANK
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PRECAST OR C.I.P. CONCRETE WALL SYSTEM
CONCRETE MASONRY UNIT WALL SYSTEM
EXISTING WALL SYSTEM TO REMAIN

Tyl OTE: REFER TO PARTITION TAGS ON PLANS AND PARTITION TYPE DETAILS

AN

NO WORK IN AREA, U.N.O.

4582 S. Ulster St., Suite 1100

Denver, CO 80237

303-409-9700
www.rsandh.com

GENERAL SHEET NOTES

1. ALL INTERIOR WALLS TO BE DIMENSIONED TO THE FACE OF STUD U.N.O.
2. SEE ENLARGED PLANS FOR PARTITION TAGS NOT IDENTIFIED ON OVERALL FLOOR PLANS.
3. PROVIDE 5/8" WATER-RESISTANT GWB IN LIEU OF TYPICAL GWB AT ALL WET AREAS INCLUDING,

BUT NOT LIMITED TO:
A. RESTROOMS

B. JANITOR CLOSETS
C. KITCHEN AREAS

b

FIELD VERIFY ALL DIMENSIONS, REPORT ANY DISCREPANCIES TO THE ARCHITECT FOR

CLARIFICATION PRIOR TO PROCEEDING WITH CONSTRUCTION.

SN o

EXISTING EQUIPMENT.

SEAL ALL PENETRATIONS ON EXTERIOR WALLS.

ALL PLYWOOD TO BE FIRE TREATED, U.N.O.

DOOR FRAMES TO BE LOCATED 4" MIN. FROM CORNER OF WALL U.N.O.

DO NOT SCALE DRAWINGS.

PROVIDE A TRANSITION STRIP AT ALL DISSMILAR FLOOR MATERIALS.

0. VERIFY EQUIPMENT ROUGH-IN DIMENSIONS WITH MANUFACTURER AND/OR WITH REUSED OR

11. SEE SHEET A001 FOR PARTITION TYPES
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PRECAST CONCRETE WALL CAP

CMU VENEER/ INTEGRAL COLOR, SPLIT FACE

CMU VENEER/ INTEGRAL COLOR, SMOOTH FACE

TRASH BIN FOR REFERENCE ONLY - BY OTHERS

8 DOUBLE-DOOR GATE, CORRUGATED MTL. PANEL WITHIN TUBE STEEL GATE.

6" CONCRETE-FILLED BOLLARD, SEE CIVIL DWG

N[N —

CMU PILASTER, INTEGRAL COLOR, SPLIT FACE.
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FOUNDATION PLAN NOTES

1.

REFERENCE ELEVATION 100'-0" = 4898.47 (SEE CIVIL)
2. T/PEDESTAL ELEVATION =100-0" (TYP).
3. T/ CONCRETE STEM WALL ELEVATION = 100-8" (TYP).

P+
COLUMN P Hx Hy ;
AT A BIT, | 1661 +2021 +0.00 +4.51
B/5
END WALL INT.
FRAMES -43.96 +22.68 +0.00 +5.1 Hy
A2 A3, A4
R12 B3 BYA -27.33 +15.21 6.5 +8.43
NOTES:
1. FOUNDATION DESIGN FOR PEMB COLUMNS IS PRELIMINARY, BASED ON PRELIMINARY
REACTIONS PROVIDED BY CHIEF BUILDING, JOB NUMBER B3020297, DATED MARCH 22,
2021. PRIOR TO FABRICATION AND CONSTRUCTION PEMB MANUFACTURER SHALL
SUBMIT COLUMN REACTIONS TO ENGINEER FOR VERIFICATION THAT PRELIMINARY
FOUNDATION DESIGN COMPLIES WITH ALL APPLICABLE CODES.
2. ALL REACTIONS ARE IN KIPS.
3. P(+), Hx & Hy ARE DUE TO WIND OR SEISMIC LOAD. Hx
4. ALL REACTIONS ARE BASED ON IBC 2018 LRFD COMBINATIONS.
5. Hx REACTIONS OCCUR ONLY AT BRACED FRAMES (A/3', A'/4', B/3', B'/4')
2 SCALE: N.T.S.
T/ FDN ALONG GRIDLINE B' q}
8" CMU WALL (TYP) CMU PILASTER (TYP) ELEVATION = 95'-6" (TYP)
SEE SECTION FOR ADD'L INFORMATION. SEE SECTION FOR ADD'L INFORMATION.
0 |
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L L 1L ___1 L _ L1l __1 L
1 FT X 2 FT CONTINUOUS CONCRETE PEDESTAL (TYP) COLUMN BY METAL BUILDING
PROVIDE 30" ANCHOR ROD - CONCRETE CURB (TYP, UON) - - - SYSTEM MANUFACTURER, TYP
EMBED @ ENDWALL COLUMNS
(TYP 4 LOCATIONS)
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ELEVATION = 96'-6" (TYP)
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/1 OVERALL INSPECTION STATION FOUNDATION PLAN

5102 SCALE: 3/16"=1"-0"

SCALE: 3/16"=1-0"
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T/CMU COLUMN $
EL =118-0"

DOWELS W/ STD HOOK INTO PEDESTAL
TO MATCH CMU COLUMN VERT. REINF.

IN SIZE & SPACING, TYP \

BY PEMB

COLUMN & ANCHOR BOLT
(MATERIAL, SIZE & LOCATION)

SEE 2/S305 FOR ADD'L CURB
INFORMATION NOT SHOWN.
STEP CONCRETE CURB

AROUND PEDESTAL, TYP
ALL LOCATIONS.

$ T/PEDESTAL
EL =100-0"

$ T/IPAVEMENT
EL. VARIES (SEE CIVIL)

™~ f 1 "
DOWEL W/ ONE END GREASED ( 3-0
TO MATCH CMU COLUMN VERT. 10 34"
REINF. IN SIZE & SPACING, TYP N A/.J
6" EMBED INTO CMU
GREASE THIS END \ X R
(3) #3 TIES EVENLY (3)#3 TIES EVENLY
SPACED @ TOP 5" 1| [ SPACED @ TOP 5"
- D m - . a
|8 9 of°
FTO
- TO
T/PAVEMENT @ A 5
EL. VARIES (SEE CIVIL) Yy ( é =
g Y 27
H (d®
4 ; =) l:: —X o
H j ( )

PEDESTAL, SEE DETAIL
5/S305 FOR SIZE & REINF.

) . e
‘
NN
4 S
N F 3
b ! R Y
el

: .
i _

.

1 |_6n

T/FOUNDATION

. < N 2 $
TN e a, T
N 4 N Sooan

P -a9 <

S L a

N N AN |
<l e ~ N

1-51/2"

2-01/2"

4!_211

510"

10-0" X 60"

SECTION @ FOUNDATION

1. FOUNDATION DESIGN FOR PEMB COLUMNS IS PRELIMINARY, BASED ON PRELIMINARY REACTIONS. PRIOR TO FABRICATION
AND CONSTRUCTION PEMB MANUFACTURER SHALL SUBMIT COLUMN REACTIONS TO ENGINEER FOR VERIFICATION THAT
PRELIMINARY FOUNDATION DESIGN COMPLIES WITH ALL APPLICABLE CODES.

EL. SEE PLAN

(14) #5 BARS W/ STD HOOK
@ EA. END, EVENLY
SPACED

\ (8) #5 BARS

EVENLY SPACED

8" BOND BEAM W/
(2) #5 BARS, CONT.

ANCHOR& ¢ |
PL WASHER

FULLY GROUT CELL,
CONT.

8" CMU WALL W/ #5 @ 24" OC MAX

T/ STEM WALL

\

-

EL. = 100-8"

$ T/ICMU WALL
EL = 106'-8"

o e
E
—1/2"
=
\
g

11/2'GAP_|
(MIN)

- 3/16 |

¢ GRRT

GIRT (DEFLECTION LIMIT L/600)
BY PEMB MANUFACTURER

1-0"TYP

3/4"EJ
SEE CIVIL,

.

OR APPROVED EQUAL.

SEE CIVIL, TYP
T/PAVEMENT

T/IPAVEMENT ¢
EL. VARIES (SEE CIVIL)

d - [T 8 CONCRETE STEMWALL W/ #5 @

12" OC MAX, EW. VERTICAL REINF.
TO HAVE STD HOOK INTO B/FDN.

1 "6"

SECTION @ EXTERIOR WALL

TIFOUNDATION
e $ EL. SEE PLAN

s | #@1270c M, TaB, Ew

2

SCALE: 3/4" = 1-0"

SCALE: 3/4" = 10"

3|_6n
|
"

NOTE: SEE 4/5305 FOR PEDESTAL DIMENSIONS AT CORNER

PEDESTAL DETAIL

2'_0"
o (18) #6 BARS W/ STD HOOK
7 INTO FOUNDATION
Sal i
[ L
- ’ o #3TIES @ 8" O.C.
& AEAEIRE >MAX, UNO
= N -
S ] STEM WALL REINF. CONT.
5 . — 79 THROUGH PEDESTAL
SR | EEE SR | A
g ® . ‘ © e p
@ B
. \ -

2FT X12IN X CONT CONCRETE CURB

#5 EA. FACE @ 12" OC MAX POST-
INSTALLED USING HILTI HIT-HY 200

CONCRETE PAVEMENT

EL. VARIES (SEE CIVIL)

5

SCALE: 3/4" =

1 l-Oll

4

PL1/2" W/ (2) 3"
OVERSIZED HOLES @
30" 0.C. MAX

5/8" DIA. THREADED ROD (ASTM A1554 GR. 55),
5 5/8" EMBED W/ HILTI HIT-HY 270 EPOXY
SYSTEM (OR APPROVED EQUAL), DOUBLE

NUT FINGER TIGHT, TYP \ -

PL3/8"X4"X4" WASHER
W/ STD HOLE, TYP

3

— ¢ GIRT

\ 3"
Qg
I

3!!

NOTES:

1. ANCHORS SHALL BE INSTALLED CENTERED ON PLATE'S 3" OVERSIZED HOLE

2. DO NOT CUT WALL REINFORCEMENT DURING POST INSTALLED ANCHOR
INSTALLATION, SEE POST-INSTALLED ANCHOR NOTES ON S001 FOR
ADDITIONAL INFORMATION

3. ALL STRUCTURAL COMPONENTS ARE NOT SHOWN FOR CLARITY

CONNECTION @ CMU WALL TO GIRT

4582 S. Ulster St., Suite
Denver, CO 80237

303-409-9700
www.rsandh.com
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NORTH I-25 PORT OF ENTRY

SCALE: 3/4" = 1-0"

EXPANSION JOINT, SEE ARCH.
FOR ADDITIONAL INFORMATION,

:

. O
5 E
R E
23
N
TYP ©
FULLY GROUT
T~
[ k//aL ALL CELLS
|
H H |
L] g E [ ] )
i N %
]

#3TIES @ 16" 0.C. MAX

ADJUSTABLE ANCHOR (GALV.)
@ 16" 0.C. MAX, MASONRY TO
STRUCTURAL STEEL

\ 16"X24" CMU COLUMN W/

(4) #8 VERT. BARS

.=-4_\==\ STEEL COLUMN

‘ 2!_0"

012" | 1212

CONCRETE PEDESTAL. SEE 5/S305 FOR
c. / ADD'L INFORMATION NOT SHOWN.

™~ ADJUSTABLE ANCHOR (GALV.) @

16" 0.C. MAX, MASONRY TO

STRUCTURAL STEEL

SEE TYPICAL INTERIOR MASONRY
PILASTERS DETAIL FOR ADD'L
INFORMATION NOT SHOWN, TYP

TYPICAL MASONRY PILASTERS AT CORNERS

CONCRETE MASONRY UNIT COLUMNS

SCALE: 3/4" = 1'-0"

SCALE: 3/4" =1-0"

PROJECT ADDRESS:

N I-25 AT PROSPECT RD.
FORT COLLINS, CO

REVISIONS
NO. DESCRIPTION DATE
A Revision A 03/30/2021
DATE ISSUED: 03/09/2021
REVIEWED BY: Jwe
DRAWN BY: CMM
DESIGNED BY: CMM
PROJECT NUMBER:
1248120007

© 2020 RS&H, INC.

SEAL:

SHEET TITLE:

INSPECTION STATION
FOUNDATION

SECTIONS

SHEET ID:

5305

PROJECT STATUS:

BID DOCS

Copyright © 2020. This drawing is an instrument of service and property of RS&H, Inc. Any use or reproduction without the

expressed written consent of this corporation is prohibited. Al rights reserved.




	Sheets
	G001 - COVER SHEET
	G002 - GENERAL NOTES, ABBREVIATIONS AND SYMBOLS
	A401 - ENLARGED TOILET PLANS
	A404 - TRASH ENCLOSURE

	INSPECTION STATION REVISION A_STRUCTURAL_20210330
	S102 - OVERALL INSPECTION STATION FOUNDATION PLAN
	S305 - INSPECTION STATION FOUNDATION SECTIONS


